Mobile Net Switchmanual

The Network Connection Manager

(& Moabile Net Switch R

File Profiles Mappings Options Help
Mobile Net Switch @
The Netwaork Connection Manager '-:
Connection profile: IAt Work j [ Add ] [ Remove ] lDebiIs <<I
Menu Drive mapping and proxy configuration
E Main 8 - Account information %—Prnm server v =
e Domain'User: |Domain‘,l.]5ername Server: | :
wx Network
. Passwnrd: HEEHHEHHERR R RH RN Pnrt: A.d\l'anmd
d‘ Internet I I [—]
B Deskiop Z# - Drive mappings [ Disconnect previous drive mappings first
F:\\FILESERVER \HOME Add
B System G:\\DBSERVER\FILES [—]
H:\\PROJECTSERVER MYPROJECT [ Eat |
| {} Hosts
| Remove |
i3] Scripts
- s |Ma|:u Dirive |
emar] _
= [~ Persistent Mappings (automatically reconnects mappings after a system restart) Default

Document version3.8501
Download Mobile Net Switch atttp://www.MobileNetSwitch.com



http://www.mobilenetswitch.com/

Introduction

Mobile Net Switch is an awanslinning and feature&eomplete program for Windows X®/indows
Vistaand Windows 71t enables you to use your computer on more than one network or location
with the click of abutton. Mobile Net Switch allows you to automatically switch network related
settings on the fly based on location profiles. With the click of a single button you can set Drive
mappings, Internet connection settings, Printer settings, IP settWgFi sétings and much more.

Mobile Net Switch is easy to install and easy to use. You do not need any shéwgialigtrator)
permissions. The interface is very powerful but still easy to use. Switching locations is performed
instantly.

Mobile Net Switch makes Wdows MultiNetwork.
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Installation

This chapter describdhe installation of Mobile Net Switch on a single computer (Lbtshllation
and on multiple computers (Network Installation).

Localinstallation
To install Mobile Net Switch on your computer, simply download the installer from
www.MobileNetSwitch.com/Download

Start the installation by doublelicking on the MobileNetSwitch3.MSI installiée and follow the
instructions on your screen. After the installation has finished, you will find a new entry in the Start
Menu and a shortcut on your desktopou can start Mobile Net Switch immediately.

Network installation
When you want to install MobilBlet Switch on multiple computers vimattended installationyou
can use the procedure described below;

1. Download and itall the programNiobileNetSwitch3.m3ion a machine.

2. Register the program and cdguire the appropriate settings.

3. Export theMobile Net Switch configuration to 'settings.reg' using the 'Export Settings' option in
the menu 'Options'.

You now have the installation file (MobileNetSwitch3.msi) and the settings file (settings.reg).
Use the following steps to perform an unattendedtallation;

1. Run the MSI installgrackage using the /q parameter;
MobileNetSwitch3.msi /q

2. Import the settings using the regedit command;
regedit /s settings.reg

You can place these two commands in a batch file or (logon)scriptifomatic deplgment.
The program will now be installed, configured and registered.

This procedure works best when the target machine is configured in the same way as the source

machingd a20Af S bSG {6AGOK ad2NBa ySteg2N] O2yySOGA?2
| 2yySOUGA2yeé0® LT &2dz dz&aS YdzZ GALX S I y3dzZ 3Sas SRA
network names. Also, registration is based on the domain/workgroup membership of a machine. If

the target machine is member of a different domain/workgpoyou have to register the program

once when you start it for the first time.

Moving settings to a new computer
To move your current settings to a new machine, follow the procedure below;

On the old machine;
1. Export the Mobile Net Switch configuratitm 'settings.reg' using the 'Export Settings' option in
the menu 'Options'.
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On the new machine;

1. Download and istall the programNiobileNetSwitch3.m3ion a machine.

2. Before you start Mobile Net Switch, double click the exported configuration ofojdunachine.

3. Start Mobile Net Switch. If the new machine is member of a different domain/workgroup, enter
your registration information again.

Tip: Mobile Net Switch stores network connection information based on the connection name e.g.
G[ 201 f yISNRHIIA 2/y2ys AT (GKS GFNBSG YIOKAYS dzaSa

RA

O02yySOiUA2y ylIYSa oSead®wsdag2d@l 621 NEKI @Yy yBO08RRY (K

connection name(s) with the connection name(s) on the target machine.

T . . B

File Edit Format View Help

[HKEY_CURRENT_USERMSoftwarehCN5 AT Work WIAWLocal Area Connection]
"Enabled"="1"

"SetIPp"="1"

"IPAddress"="10.1.1.12"
"subnetMask"="255.255.255.0"
"pDefaultGateway''="10.1.1.1"
"DHCP"="False"

"PrimaryDN5"="10.1.1.2"
"PrimarywIns"="10.1.1.2"

"setwlan"="0" .
"preferredwirelessNetwork”=" WLAN 7170

6/ KFHY2DId ' NBI /2yysSOirzyeé (G2 GKS ySiszNg

Tip 2:

To transfer Windows settings, files, user accounts and more from your old machine, use the
Microsoft Windows Easy transfer tool. This tool is build into Windowsdeault. For Windows XP
and Vista, a separate download is required;

Windows Easy Transfer for Windows XP:
http://www. microsoft.comldownloads/ddails.aspx?FamilylD=2b6f163¥3a45c7-adec
4928fal73266

Windows Easy Transfer for Windows Vista:
http://www. microsoft.comwindows/windowsVvista/get/easytransfer.aspx

Windows Easy Transfer for Windows
Build in; see: Start Merw» All Programs> Accessories> System Tooly Windows Easy Transter
More information is available alttp://technet. microsoft.comen-us/library/dd446674.aspx

Un-installation

To uninstall Mobile Net Switch, use the Programs and Features applet in the Control Panel (In
Windows XP, this applet is called Add/Remove Software). Aft@ratallation you can nr@ove the
following registry keys to remove your Mobile Net Switch location profiles;
HKEY_CURRENT_USBfRvardCNS
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HKEYLOCALMACHINESoftward CNSthis registry key is not present on all Mobile Net Switch
installations)

Registration

Mobile Net Switch cabe evaluated for up to 45 day®fore a license is require®lease note that
Mobile Net Switch will not stop working aftédre evaluation periodHowever you are required to
purchase a license if you continue to use Mobile Net Switch.

To register MobiléNet Switch, and remove the splashreen, go to
www.MobileNetSwitch.com/Ordeand purchase the correct license. When you use Mobile Net
Switch on your own computer, purchase a Siddéer License. Wheroy want to use Mobile Net
Switch on multiple computeris a corporate environment, purchase a License Pack.
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Using Mobile Net Switch for the first time

When you start Mobile Net Switch for the first tinldpbile Net Switch will ask you if the program
should be started automatically when Windows starts. After you made your selection, Mobile Net

{ 6AGOK ONBIFrGSa | ySgé LINRPTFA

tS yI YSR

G5STFI dzf (¢ ontaiNBaSidirifdBmaion df your Gurrent location.

Q5TBeT | dzf (1€ @ ¢ K

Whenyou havedeletedall profiles Mobile Net Switch withutomaticallycreate a new empty profile

YIEYSR a5S¥FI df (¢ o

Creating Network Connection Profiles

You can create an unlimited number of Connectioofitgs in Mobile Net Switch. Use the Add
button on the top of the main program dialog, or the Menu optirofilesi-> GAddd

H_;", Add Connection Profile
.

S

Add new Connection Profile

Enter a name for the new Connection Profile you would
like to add

..-—J

Profile name: |

Options
{* Add an empty profile

{ " Import current settings and add them to the new profile  Setfinos

Mobile Net Switch asks you to enter a name for the new location and allows you to setup an empty

profile, or detect the currehsettings of your machine.

s Import Settings ‘

Import current Windows configuration

Detect current system settings and add them to the selected profile
You can modify profiles at any time to add or remove settings

|

1 Import Settings

:‘: [v Metwork Settings LY W Default Printer

q __f [+ Drive mappings |j| [v Cutlook Profile
:-_"g [v Proxy Server Bl v MNumlodk state
€ | Browser Setiings ,_:j [ Time Zone

[v Power Scheme

Clear all

Close

Page8



After you click théOke button, the new Connection profile is created and you can review or modify
the settings using the tabs on the left side of the screen (Main, Network, Internet, etc)

Activating a Mobile Net Switcl€onnection profile
When you connect your laptop to a network, start Mobile Net Switch and select the correct profile.

Click the Activate button on the right side of the screen to instantly configure your machine with the

correct settings. After the Mobilllet Switch profile has been activated, you can Hide or Close
Mobile Net Switch.

& Mobile Net Switch (selected profile: Customer office) I&
Mobile Net Switch Status ‘E
v
Profile "Customer office™ has been activated. iy
Q-J
==Activating Profile "Customer office”. Please standby. .. -

- Wireless Metworking; Wireless Metwork Connection

- Already connected to: Internetv2

- Proxy Server enabled for Internet Explorer, Google Chrame and Firefox:
proxyserver:30380

- Internet Explorer and Firefox home page set to: about:blank
- Time Zone set to: (UTC4+01:00) Amsterdam, Berlin, Bern, Rome, Stockholm, Vienna

- Power Scheme set to: High Performance
== Finished <<

Options
[ Exit ] [ﬁr_ti'uate profile ] [ Main window ] [ Hide ]IE

(Mobile Net Switch activation dialog;
showing you exactly what configuration was switched for the selected location)

Using Mobile Net Switch withoutocal Administrator privileges

a2zoAfS bSi {BAGOK R2Say Qi NXBI dzA NBE (i RESWindaws NA
Vista, 2008 and 7, the security is h#ettlby the MNSFramework servig@u do not have to

configure any additional settings.

When using Mobile Net Swit on Windows XP or Windows 2003, you &ither need to configure
an account with Administrator privilegesice in the Options>Security Contextnenu. Mobile Net
Switch will use this information to elevate the security context of the MNS.exe process wh
required (e.g. when enabling or disabling a network card, changing IP settings, etc)

Oryou canconfigure Mobile Net Switch to use the MNSFramework service. Change the following
registry key:

HKEY_CURRENT_USBfvaraCN$

ForceVistaCompMode (REG_SZ)

Value: True
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Mobile Net Switch configuration

This chapter describghe rich functionality of Mobile Net Switch. Each topic describes a different
tab of Mobile Net Switch. The tabs (Main, Network, Internet, etc) are a grouping of rélatetions
and ensure the extensive features of Mobile Net Switch are easy to configure with the least amount

of clicks. It also provides a familiar and easy to use interface.

Main tab
The Main tab allows you to specify a username and password. This itimnnsused when
mapping drives. Include the domain name when entering the username (e.g. Datdaan2).

(& Moabile Net Switch L= ] =) |
Eile Profiles Mappings Options Help
Mobile Net Switch v
The MNetwaork Connection Manager e P
Connection profile: IAt Work j [ Add ] [ Remove ] [Debils <= l

Menu Drive mapping and proxy configuration
Mai $:1- Account information gﬂ—Prnx? server v g
. Domain'User: |Domain‘,l.]5ername Server: | ; E
ex MNetwork
Passwnrd: HEEHHEHHERR R RH RN Pnrt: ﬂd\l'anced
ﬂ Internet I I [—]
B Deskiop Z# - Drive mappings [ Disconnect previous drive mappings first
F:\\FILESERVER \HOME Add
B System G:\\DBSERVER\FILES
H:\\PROJECTSERVER MYPROJECT =
( Hosts
Remove
i3] Scripts
Map Drive
|| Remarks Activate
[~ Persistent Mappings (automatically reconnects mappings after a system restart) =
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Drive Mappings

The Drive mapping dialog allows you to connect a share to a drive letter. The Connection frame
allows you to specify what letter nst be used (first, last, or fixed drive letteYlou can also specify
alternate credentials for each drive mapping.

i't_'." Manage drive mappings @
Add drive mapping &;@
Ise this window to add a drive mapping =
Connection Explanation

When you activate the profie, the
selected drive letter will be used to map

(" Use |ast available drive letter (+) this resource

{« Use fixed drive letter G -

" Use first available drive letter (*)

Example
"~ IPCS (Interprocess Communication) \\Servername \Sharename
]
|| Share name: |\\FileServer \Homedrive
v Connect using a different username [ Ok ] [ Cancel ]
Spedfy different username and password
User name |domain1'\user2 Password [======

— . e o — —

The Drive Mapping dialagso allows yoto connect to the IPC$ share of a server. This will
(pre)authenticate you to a server, withoumapping an actual drive.

Tip: you can also use the variable %username% when mapping a drive.
For example:\\FileServerOlUser§%username%
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How to configure a proxy server
The proxy serveframe allows you to enter the proxy server you want to usth your Internet
Browser Mobile Net Switch supports Internet Explorer, Firef@peraand Google Chrome.

r___, Advanced proxy settings Iﬁ

Advanced Proxy settings L B

Spedify Internet Explorer, Opera, Firefox and Google Chrome S
proxy-protocol and proxy-exception settings

Set Proxy Server v
(* Use a Proxy Server for your LAN Connection

Address:  |ProxyServer Port: |s080
|v Bypass proxy server for local addresses

|v Use the same proxy server for all protocols

i |
" Use automatic configuration script (PAC file)
Address: |
" Clear Proxy Server settings at profile activation i

[ Automatically detect settings

Proxy Exceplions [«

Do not use the proxy server for addresses beginning with:

* infranet.local

Ise semicolons (; ) to seperate entries
Example: *.local.net;192.1638.10.5

Detected Browsers: "g e P‘ 0 [ Ok ] [ Cancel ]

L

Mobile Net Switctsupportsthe following proxy options per profile;
 al ydzZ f t NPE& UseRRIDY BérverdoByiols ONN Conaectipn
 Proxyd S NI S NJ & Obkk automaticicnfigBrativnyscriato
T b2 t NRE& { NI /oKy seraeddt Fddilé activation

~ 7

_2dz OFy | f Aupmaidaly Getect defifis GOK SO1 02 E (2 AyAGNHOG (KS
WPADWeb Proxy Auto DiscoveBrotoco).

You can configure what proxy exceptions to usgdBfault, Internet Explorer will excludecal

addresses from the proxy server. You can configurelitésnet Exploresetting@A I G KS & . & LJ & &

LINEPEE aSNIBSNI F2NJ f 20+t | RRNBaasSaé OKSOl102E®
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Switching Firefox Proxy settings
Due to the design of Firefox, the program must be closed bdf@eroxy settings can be modified.

When you activate a profile that contains a proxy server (and Firefox is running). You will see the

following dialog.

[ Firefox proxy settings ﬁ1
proxy 2|

Firefox is currently running
Due to it's desan, Firefox need to be dosed before the proxy settings can be applied {

I - m Options
Close Firetox automatica
[ L ] v Auto restart (after profile activation)

] | Remember selection and do not ask again

Cancel

[ I've dosed Firefox manually

L™

w

ClickttS w6 YSY0 SN aSOKSDABFK (2 I dzi2YFGAOrtte Of2asS

CANBT2E O2R868PdE ARy QO NS & KameBIE Firefaxdrthddefclick; 6 S 0t §

——— =)

Firefox - Restore Previous Session

Your last Firefox session closed unexpectedly. You can restore the tabs and windows from your
" previous session, or start a new session if you think the problem was related to a page you were

viewing.

Restore Previous Session | [ Start New Session

CKS a! dzke QBEGT NHE AyadNdbzOia azo6rtS bSid {6
activation.
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Network tab
The network tab of Mobile Net Switch allows you to configure the network connections on your
machine. You can select network connections from the drop down list. Using the Enable checkbox
next to the drop down list, you can enable or disable network cotioes at profile activation.

= [ S |

&, Mobile Net Switch

File Profiles Mappings Options Help

Mobile Net Switch

The Metwork Connection Manager

—_—
Connection profile: |AI; Work ﬂ [ Add ] [ Remaove ] [De'ﬁils << l
Menu Network settings and IP Addressing
Eil Main B8 network connection L&

Connection: |anal Area Connection

j | Enable

[

ﬁ Internet | IP Addressing | Wireless Zero Configuration | Show current IF Address
2
B Desktop W SetIP Addressing for this network card (" Obtain an IP address automatically (DHCP)
4 System (¥ Use the following IP Addressing (Manual)
IP Address: 10.1.1.12 DMS Server:  [10.1.1.2
i Host | L] | L]
Subnet Mask: WINS Server:
i3] Saipts |255.255.255.0 E [10.1.1.2 E
Remarks Gateway: [10.1.1.1 E [ Advanced options ]

Tip:Windows?7 disables network adaptés) when they are not plugged in and your machine is
running on battery(Smart Network Power)f you plugin your power or network cable before
activating a profile, Mobile Net Switatill automatically detect your network card at profile
activationand you not need to refresh the network list.

To prevent Windows 7 from unloading your network card driver. Disable this power saving feature

via the Device Manager (devmgmt.mse)Selecthe Properties of your network caré Select the
"Power Management" tab> Uncheck "Allow the computer to turn off this device..."

Also check your machines BIOS settings. Most brands (HP, Dell) allow you to configure/disable the

LAN powemanagement
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